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1.1.  Smoke extraction dampers - multi are shutters in the smoke exhaust piping systems. The 
dampers are designed to remove heat and combustible products (e.g. smoke) from effected fire 
compartments. In the event of fire the Smoke and Fire ventilation system opens the damper in 
the affected section and removes combustion products and heat from this section.

  The damper blade is controlled by electrical actuating mechanism. 
 Dampers are fire resistant and are intended for systems with manual or automatic activation.
 Dampers are designed for using in fire compartments that can be connected to the smoke 

exhaust ducts (tested according to EN 1366-8) or they can be installed in or on the construction 
of the fire compartment.

 Dampers can be delivered with or without flanges.
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Supporting Construction Classification

Horizontal duct system
EI 120 (hod - i�o) S1000C10000HOT 400/30MAmulti

EI 120 (hod - i�o) S1000C10000HOT 400/30AAmulti

Porous concrete ceiling construction, 
thickness 150 mm

EI 120 (how - i�o) S1500C10000HOT 400/30AAmulti

Porous concrete wall construction,
thickness 100 mm

EI 120 (vew - i�o) S1000C10000HOT 400/30AAmulti

EI 90 (vew - i�o) S1500C10000HOT 400/30AAmulti

Gypsum wall, thickness 100 mm
EI 120 (vew - i�o) S1000C10000HOT 400/30AAmulti

EI 90 (vew - i�o) S1500C10000HOT 400/30AAmulti

Vertical duct system
EI 120 (ved - i�o) S1000C10000HOT 400/30MAmulti

EI 120 (ved - i�o) S1000C10000HOT 400/30AAmulti 

Tab. 1.2.1. Classification of Dampers

Fig. 1  Damper SEDM

1.2.  Damper characteristics

 • CE certified acc. to EN 12101-8
 • Tested in accordance with EN 1366-10
 • Classified acc. to EN 13501-4+A1
 • Fire resistance according Tab. 1.2.1
 • External Casing leakage class C, Internal leakage min. class 2 acc. to EN 1751
 • Cycling test in class C 10000 acc. to EN 15650
 • ES Certificate of conformity No. 1391-CPD-0098/2012
 • Declaration of Perfomance No. CDM/SEDM/001/13
 • Hygienic assessment of fire dampers - Report No. 1.6/13/16/2
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2.1.  Design with actuating mechanism

 Design .44 and .54 

 SEDM is equipped by actuating mechanism Belimo BLE24(BE24-12) for 24V supply or 
BLE230(BE230-12) for 230V supply. SEDM with big dimensions is equipped by actuating 
mechanism Schischek InMax 50.75-S (dual supply 24V or 230V). 

 After being connected to power supply the actuating mechanism displaces the damper blade into 
operation position "OPEN" or „CLOSED“ (according to method of connection, see connection 
diagram). Running time is max. 60s. If is power supply cut off, actuating mechanism is stopped 
in actual position. The crank handle supplied with the actuator allows it to be operated manually. 
Signaling of the damper blade positions "OPEN" and "CLOSED" is provided by means of two 
integrated, invariably set terminal switches.

 Actuating mechanism is placed (actuating mechanism with BKNE 230-24) in insulated box. 
Actuating mechanism (actuating mechanism with BKNE 230-24) is accessible after cover door 
removing. Power supply connection is ensured by incombustible cable. This cable is leaded 
through insulated box. This cable gland has to have minimum fire resistance 30 minutes.

1.3.  Working conditions

 Exact damper function is provided under the following conditions:
   a) maximum air velocity 15 m.s
   b) underpressure max. -1500 Pa or overpressure max. 500 Pa.

 Dampers can be installed in arbitrary position (horizontal or vertical blade axis). 

 Dampers are designed for macroclimatic areas with mild climate according to EN 60 721-3-3. 
Temperature in the place of installation is permitted to range from - 20°C to + 50°C.

-1

Fig. 2 Damper with actuating machanism

Actuating mechanism

1.4.  The duck can be ended by SMM (TPM 014/01) or KMM (TPM 002/96) grilles. During grilles 
installation blade overlaps has to be respected see chapter 4.3.
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Tab. 2.1.1.  Actuating mechanism BELIMO BLE 24(-ST), BLE 230

Actuating mechanism BELIMO BLE 24(-ST) BLE230

Nominal voltage AC 24V 50/60Hz
DC 24 V

AC 230 V 50/60Hz

Power consumption  - motoring
 - holding

7,5 W
< 0,5 W

5W
< 1 W

Dimensioning 9 VA (Imax 2,7 A @ 5 ms) 12 VA (Imax 6 A @ 5 ms)

Protection class III II

Degree of protection IP 54

Running time for 95° < 30 s

Ambient temperature range
Non-operating temperature

- 30 °C … + 50 °C
- 40 °C … + 80 °C

Connecting - motor
 - auxiliary switch

cable 1 m, 3 x 0,75 mm 
cable 1 m, 6 x 0,75 mm

(BLE 24-ST) with plug-in connectors

Fig. 3 Actuating mechanism BELIMO BLE 24(-ST)

Fig. 4 Actuating mechanism BELIMO BLE 230
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Fig. 5 Actuating mechanism BELIMO BE 24-12(-ST)
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Fig. 6 Actuating mechanism BELIMO BE 230-12

�������

AC230 V

��

N

������ ������

,�- ,./-

) �� �������������������������$��%�����������*��"
) +� ����������������������������$ � "

�

L1

Tab. 2.1.2.  Actuating mechanism BELIMO BE 24-12(-ST), BE 230-12

Actuating mechanism BELIMO BE 24-12 (-ST) BE230-12

Nominal voltage AC 24V 50/60Hz
DC 24 V

AC 230 V 50/60Hz

Power consumption  - motoring
 - holding

12 W
 0,5 W

8W
0,5 W

Dimensioning 18 VA (Imax 8.2 A @ 5 ms) 15 VA (Imax 7.9 A @ 5 ms)

Protection class III II

Degree of protection IP 54

Running time for 95° < 60 s

Ambient temperature range
Non-operating temperature

- 30 °C … + 50 °C
- 40 °C … + 80 °C

Connecting - motor
 - auxiliary switch

cable 1 m, 3 x 0,75 mm
cable 1 m, 6 x 0,75 mm

(BE 24-ST) with plug-in connectors

2 
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Fig. 7 Actuating mechanism SCHISCHEK InMax 50.75-S
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Tab. 2.1.3.  Actuating mechanism SCHISCHEK InMax 50.75-S

Actuating mechanism SCHISCHEK InMax 50.75-S

Nominal voltage 24-240 VAC/DC 50/60Hz

Power consumption  - motoring
 - heating

10 W
 16 W (start at -20°C)

Protection class I

Degree of protection IP 66

Running time for 95° < 60 s

Ambient temperature range
Non-operating temperature

- 40 °C … + 50 °C
- 40 °C … + 70 °C

Connecting cable 1 m, 0,5 mm 2 

2.2.  Design with the communication and supply device

 Design .66

 Design with the communication and supply device BKNE230-24 and the actuating mechanism 
BLE24(BE24-12)-ST.

 BKNE230-24 functions as a decentralized network device for supplying the actuating mechanism 
BLE24(BE24-12)-ST on one hand and on the other hand it transmits signals from communication 
and control device BKSE24-6.

  It simplifies electrical wiring and interconnection of dampers. It facilitates on site check and 
enables central control and checks of fire damper by means of a simple 2-conductor wiring. 
BKNE230-24 signals the damper position „OPEN“/„CLOSED“ (from switches on the actuator) 
and any fault alarms to the BKSE24-6 unit. It also receives positioning commands from the 
control unit and triggers the actuator to the required position. The last control command is 
retained troughout temporary power failures.

 The BKNE230-24 unit monitors the positions of the switches on the actuator, its running time and 
the exchange of data with the control and monitoring unit BKSE24-6. It also monitors the actuator 
current and the power supply. In order to make installation as simple as possible the smoke 
extraction damper actuators ...-ST are fitted with plug connectors that can be inserted directly into 
the BKNE230-24 unit.
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   The 2-wire conductor must be connected to screw terminals 6 and 7. It is recommended that a 
fire alarm signal cable suitable for the application be used for the 2-wire conductor. It is essential 
to ensure the correct polarity.

 More information in catalogue Belimo.

 Design .66 is not available by using actuating mechanism InMax 50.75-S

Fig. 8 Damper with actuating mechanism and 
BKNE230-24

Actuating mechanismBKNE230-24

Fig. 9 Communication and supply device BKNE 230-24

2 

Tab. 2.2.1.  Communication and supply device BKNE 230-24

Communication and supply device BKNE 230-24

Nominal voltage AC 230V 50/60Hz

Power consumption 10 W (including actuating mechanism)

Dimensioning 19 VA (including actuating mechanism)

Degree of protection II

Ambient temperature range
Non-operating temperature

- 30 °C … + 50 °C
- 40 °C … + 80 °C

Connecting - net
 - actuator
 - terminal board

cable 1 m without plug
6-pole connector, 3-pole connector
screw terminals for cable 2x1,5 mm
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3.1. BKSE24-6 indicates operating status and fault signals for the smoke extraction dampers. The 
auxiliary contacts that are incorporated also allow functions to be signaled or passed on to 
higherlevel control systems. The signals from the BKNE230-24 unit are received by the        
BKSE24-6 unit and evaluated individually. All BKNE230-24 units are triggered simultaneously. 
To BKSE24-6 can be connected max. 6 BKNE230-24.

 Communication is via the 2-wire conductor. Correct operation of the dampers is indicated by 
means of two LEDs. The operating status of the SBSE-Control system and any faults are also 
indicated by this LED and the corresponding fault LED.

 The BKSE24-6 unit can be clipped directly to a 35 mm DIN mounting rail and connected by 
means of two 9-pole plug-in terminals.

������������������ ������!� �"����

Tab. 3.1.1.  Communication and control devices BKSE 24-6

Communication and control devices BKSE 24-6

Nominal voltage AC 24 V 50/60Hz

Power consumption 3,5 W (operating position)

Dimensioning 5,5 VA 18 VA (Imax 6.4 A @ 2.5 ms)

Protection class III

Degree of protection IP 20

Ambient temperature range 0 … + 50 °C

Connecting screw terminals for cable 2x1,5 mm2 

Fig. 10 Communication and control devices BKSE 24-6

��	����%

�/

 ������� ������� ��������"

~AC 24 V

�.

�63&
�
7�80!�93'

!�����������������

��

��

��

��

�

�

�

�

�

�

/

:

.��

��

�(

5

�

;

 �""" �

 �""" �

�
&
'


�
�
(
��
�

9������

<���� ��$=

0;�3

!
0�
��63&
�
7�80!�93'

!36

��� +�(���<> �=

��� +��(���<> �=

3)
'

!	3�
�

?> ����<
����=

?9�%����$��������� ����@����� �������

9������



9

TPM 087/12

Fig. 11  Smoke extraction dampers - multi  without flanges

Position:

1 Damper body 3 Damper blade

2 Inspection hole 
covering

4 Actuating mechanism

* Dimensions with actuating mechanism InMax 50.75

Fig. 12  Smoke extraction dampers - multi with flanges

Pozice:

1 Damper body 4 Actuating mechanism

2 Inspection hole covering 5 Flange** 

3 Damper blade

*  Dimensions with actuating mechanism InMax 50.75
** If it is necessary, arbitrary flange could be removed

A FLANGE DETAIL - connection dimensions

External dimensions of flance A(B) + 60 is 
not same as external dimensions of damper

4.1.  Dimensions

#��
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4.2.  Weights and effective area

Tab. 4.2.1. Weights and effective area

Size
AxB

Without 
flanges

With
 flanges

Weight [kg] Effective
area Sef 

[m  ]

Actuating mechanism
type

a c e f
Without 
flanges

With
 flanges

180 x 180 - - - - 38,3 41,4 0,0077 BELIMO BLE (15 N.m)
180 x 200 - - - - 39,6 42,8 0,0099 BELIMO BLE (15 N.m)
180 x 225 - - - - 41,2 44,4 0,0127 BELIMO BLE (15 N.m)
180 x 250 - - - - 42,8 46,2 0,0154 BELIMO BLE (15 N.m)
180 x 280 - - - - 44,6 48,2 0,0187 BELIMO BLE (15 N.m)
180 x 300 - - - - 45,9 49,5 0,0209 BELIMO BLE (15 N.m)
180 x 315 - - - - 46,8 50,6 0,0226 BELIMO BLE (15 N.m)
180 x 355 - 6,5 - - 49,3 53,3 0,0270 BELIMO BLE (15 N.m)
180 x 400 - 29 - - 52,1 56,4 0,0319 BELIMO BLE (15 N.m)
180 x 450 - 54 - 4 55,2 59,8 0,0374 BELIMO BLE (15 N.m)
180 x 500 - 79 - 29 58,3 63,2 0,0429 BELIMO BLE (15 N.m)
180 x 550 - 104 - 54 61,4 66,6 0,0484 BELIMO BLE (15 N.m)
180 x 560 - 109 - 59 62,1 67,2 0,0495 BELIMO BLE (15 N.m)
180 x 600 - 129 - 79 64,7 69,9 0,0539 BELIMO BLE (15 N.m)
180 x 630 - 144 - 94 66,6 72,1 0,0572 BELIMO BLE (15 N.m)
180 x 650 - 154 - 104 67,8 73,4 0,0594 BELIMO BLE (15 N.m)
180 x 700 11 179 - 129 70,9 76,8 0,0649 BELIMO BLE (15 N.m)
180 x 710 16 184 - 134 71,6 77,5 0,0660 BELIMO BLE (15 N.m)
180 x 750 36 204 - 154 74 80,2 0,0704 BELIMO BLE (15 N.m)
180 x 800 61 229 11 179 77,1 83,6 0,0759 BELIMO BE (40 N.m)
180 x 900 111 279 61 229 83,4 90,5 0,0869 BELIMO BE (40 N.m)
180 x 1000 161 329 111 279 89,6 97,2 0,0979 BELIMO BE (40 N.m)
200 x 180 - - - - 39,6 42,7 0,0091 BELIMO BLE (15 N.m)
200 x 200 - - - - 40,9 44,1 0,0117 BELIMO BLE (15 N.m)
200 x 225 - - - - 42,4 45,8 0,0150 BELIMO BLE (15 N.m)
200 x 250 - - - - 44 47,5 0,0182 BELIMO BLE (15 N.m)
200 x 280 - - - - 45,9 49,7 0,0221 BELIMO BLE (15 N.m)
200 x 300 - - - - 47,3 51 0,0247 BELIMO BLE (15 N.m)
200 x 315 - - - - 48,2 52,1 0,0267 BELIMO BLE (15 N.m)
200 x 355 - 6,5 - - 50,8 54,8 0,0319 BELIMO BLE (15 N.m)
200 x 400 - 29 - - 53,6 58,1 0,0377 BELIMO BLE (15 N.m)
200 x 450 - 54 - 4 56,8 61,4 0,0442 BELIMO BLE (15 N.m)
200 x 500 - 79 - 29 60,1 64,9 0,0507 BELIMO BLE (15 N.m)
200 x 550 - 104 - 54 63,2 68,4 0,0572 BELIMO BLE (15 N.m)
200 x 560 - 109 - 59 63,9 69,1 0,0585 BELIMO BLE (15 N.m)
200 x 600 - 129 - 79 66,4 72 0,0637 BELIMO BLE (15 N.m)
200 x 630 - 144 - 94 68,3 74 0,0676 BELIMO BLE (15 N.m)
200 x 650 - 154 - 104 69,7 75,3 0,0702 BELIMO BLE (15 N.m)
200 x 700 11 179 - 129 72,8 78,8 0,0767 BELIMO BLE (15 N.m)
200 x 710 16 184 - 134 73,4 79,5 0,0780 BELIMO BLE (15 N.m)
200 x 750 36 204 - 154 76 82,4 0,0832 BELIMO BLE (15 N.m)
200 x 800 61 229 11 179 79,2 85,9 0,0897 BELIMO BE (40 N.m)
200 x 900 111 279 61 229 85,6 92,7 0,1027 BELIMO BE (40 N.m)
200 x 1000 161 329 111 279 91,9 99,8 0,1157 BELIMO BE (40 N.m)
225 x 180 - - - - 41 44,4 0,0109 BELIMO BLE (15 N.m)
225 x 200 - - - - 42,4 45,8 0,0140 BELIMO BLE (15 N.m)
225 x 225 - - - - 44 47,5 0,0178 BELIMO BLE (15 N.m)
225 x 250 - - - - 45,6 49,3 0,0217 BELIMO BLE (15 N.m)
225 x 280 - - - - 47,7 51,4 0,0264 BELIMO BLE (15 N.m)
225 x 300 - - - - 49 52,9 0,0295 BELIMO BLE (15 N.m)
225 x 315 - - - - 50 54 0,0318 BELIMO BLE (15 N.m)
225 x 355 - 6,5 - - 52,5 56,8 0,0380 BELIMO BLE (15 N.m)

2 
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Size
AxB

Without 
flanges

With
 flanges

Weight [kg] Effective
area Sef 

[m  ]

Actuating mechanism
type

a c e f
Without 
flanges

With
 flanges

225 x 400 - 29 - - 55,5 60,1 0,0450 BELIMO BLE (15 N.m)
225 x 450 - 54 - 4 58,9 63,6 0,0527 BELIMO BLE (15 N.m)
225 x 500 - 79 - 29 62,1 67,2 0,0605 BELIMO BLE (15 N.m)
225 x 550 - 104 - 54 65,3 70,7 0,0682 BELIMO BLE (15 N.m)
225 x 560 - 109 - 59 66 71,4 0,0698 BELIMO BLE (15 N.m)
225 x 600 - 129 - 79 68,7 74,3 0,0760 BELIMO BLE (15 N.m)
225 x 630 - 144 - 94 70,6 76,4 0,0806 BELIMO BLE (15 N.m)
225 x 650 - 154 - 104 72 77,9 0,0837 BELIMO BLE (15 N.m)
225 x 700 11 179 - 129 75,2 81,4 0,0915 BELIMO BLE (15 N.m)
225 x 710 16 184 - 134 75,9 82,1 0,0930 BELIMO BLE (15 N.m)
225 x 750 36 204 - 154 78,6 85,1 0,0992 BELIMO BLE (15 N.m)
225 x 800 61 229 11 179 81,8 88,6 0,1070 BELIMO BE (40 N.m)
225 x 900 111 279 61 229 88,4 95,7 0,1225 BELIMO BE (40 N.m)
225 x 1000 161 329 111 279 94,9 102,9 0,1380 BELIMO BE (40 N.m)
250 x 180 - - - - 42,5 46 0,0126 BELIMO BLE (15 N.m)
250 x 200 - - - - 43,9 47,5 0,0162 BELIMO BLE (15 N.m)
250 x 225 - - - - 45,6 49,3 0,0207 BELIMO BLE (15 N.m)
250 x 250 - - - - 47,3 51,2 0,0252 BELIMO BLE (15 N.m)
250 x 280 - - - - 49,3 53,3 0,0306 BELIMO BLE (15 N.m)
250 x 300 - - - - 50,6 54,8 0,0342 BELIMO BLE (15 N.m)
250 x 315 - - - - 51,7 55,9 0,0369 BELIMO BLE (15 N.m)

250 x 355 - 6,5 - - 54,4 58,7 0,0441 BELIMO BLE (15 N.m)
250 x 400 - 29 - - 57,4 62,1 0,0522 BELIMO BLE (15 N.m)
250 x 450 - 54 - 4 60,8 65,7 0,0612 BELIMO BLE (15 N.m)
250 x 500 - 79 - 29 64,1 69,4 0,0702 BELIMO BLE (15 N.m)
250 x 550 - 104 - 54 67,5 73 0,0792 BELIMO BLE (15 N.m)
250 x 560 - 109 - 59 68,2 73,7 0,0810 BELIMO BLE (15 N.m)
250 x 600 - 129 - 79 70,9 76,7 0,0882 BELIMO BLE (15 N.m)
250 x 630 - 144 - 94 72,9 78,8 0,0936 BELIMO BLE (15 N.m)
250 x 650 - 154 - 104 74,3 80,3 0,0972 BELIMO BLE (15 N.m)
250 x 700 11 179 - 129 77,6 84 0,1062 BELIMO BLE (15 N.m)
250 x 710 16 184 - 134 78,3 84,8 0,1080 BELIMO BLE (15 N.m)
250 x 750 36 204 - 154 81 87,6 0,1152 BELIMO BLE (15 N.m)
250 x 800 61 229 11 179 84,4 91,3 0,1242 BELIMO BE (40 N.m)
250 x 900 111 279 61 229 91,1 98,6 0,1422 BELIMO BE (40 N.m)
250 x 1000 161 329 111 279 97,9 105,8 0,1602 BELIMO BE (40 N.m)
280 x 180 - - - - 42,8 46,2 0,0147 BELIMO BLE (15 N.m)
280 x 200 - - - - 44,1 47,7 0,0189 BELIMO BLE (15 N.m)
280 x 225 - - - - 45,8 49,4 0,0242 BELIMO BLE (15 N.m)
280 x 250 - - - - 47,5 51,2 0,0294 BELIMO BLE (15 N.m)
280 x 280 - - - - 49,4 53,4 0,0357 BELIMO BLE (15 N.m)
280 x 300 - - - - 50,8 54,9 0,0399 BELIMO BLE (15 N.m)
280 x 315 - - - - 51,7 56 0,0431 BELIMO BLE (15 N.m)
280 x 355 - 6,5 - - 54,5 58,9 0,0515 BELIMO BLE (15 N.m)
280 x 400 - 29 - - 57,5 62,1 0,0609 BELIMO BLE (15 N.m)
280 x 450 - 54 - 4 60,8 65,8 0,0714 BELIMO BLE (15 N.m)
280 x 500 - 79 - 29 64,2 69,4 0,0819 BELIMO BLE (15 N.m)
280 x 550 - 104 - 54 67,5 72,9 0,0924 BELIMO BLE (15 N.m)
280 x 560 - 109 - 59 68,3 73,7 0,0945 BELIMO BLE (15 N.m)
280 x 600 - 129 - 79 70,9 76,6 0,1029 BELIMO BLE (15 N.m)
280 x 630 - 144 - 94 72,9 78,8 0,1092 BELIMO BLE (15 N.m)

2 
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2 

Size
AxB

Without 
flanges

With
 flanges

Weight [kg] Effective
area Sef 

[m  ]

Actuating mechanism
type

a c e f
Without 
flanges

With
 flanges

280 x 650 - 154 - 104 74,2 80,2 0,1134 BELIMO BLE (15 N.m)
280 x 700 11 179 - 129 77,6 83,9 0,1239 BELIMO BLE (15 N.m)
280 x 710 16 184 - 134 78,3 84,6 0,1260 BELIMO BLE (15 N.m)
280 x 750 36 204 - 154 80,9 87,5 0,1344 BELIMO BLE (15 N.m)
280 x 800 61 229 11 179 84,2 91,1 0,1449 BELIMO BE (40 N.m)
280 x 900 111 279 61 229 91 98,3 0,1659 BELIMO BE (40 N.m)
280 x 1000 161 329 111 279 97,6 105,6 0,1869 BELIMO BE (40 N.m)
300 x 180 - - - - 43,9 47,5 0,0161 BELIMO BLE (15 N.m)
300 x 200 - - - - 45,2 49 0,0207 BELIMO BLE (15 N.m)
300 x 225 - - - - 46,9 50,8 0,0265 BELIMO BLE (15 N.m)
300 x 250 - - - - 48,8 52,7 0,0322 BELIMO BLE (15 N.m)
300 x 280 - - - - 50,7 54,9 0,0391 BELIMO BLE (15 N.m)
300 x 300 - - - - 52,1 56,3 0,0437 BELIMO BLE (15 N.m)
300 x 315 - - - - 53,2 57,5 0,0472 BELIMO BLE (15 N.m)
300 x 355 - 6,5 - - 55,9 60,3 0,0564 BELIMO BLE (15 N.m)
300 x 400 - 29 - - 58,9 63,7 0,0667 BELIMO BLE (15 N.m)
300 x 450 - 54 - 4 62,4 67,3 0,0782 BELIMO BLE (15 N.m)
300 x 500 - 79 - 29 65,8 71,1 0,0897 BELIMO BLE (15 N.m)
300 x 550 - 104 - 54 69,2 74,8 0,1012 BELIMO BLE (15 N.m)
300 x 560 - 109 - 59 69,8 75,5 0,1035 BELIMO BLE (15 N.m)
300 x 600 - 129 - 79 72,5 78,4 0,1127 BELIMO BLE (15 N.m)

300 x 630 0 144 - 94 74,6 80,6 0,1196 BELIMO BLE (15 N.m)
300 x 650 - 154 - 104 76,1 82,2 0,1242 BELIMO BLE (15 N.m)
300 x 700 11 179 - 129 79,4 85,8 0,1357 BELIMO BLE (15 N.m)
300 x 710 16 184 - 134 80,1 86,6 0,1380 BELIMO BLE (15 N.m)
300 x 750 36 204 - 154 82,8 89,4 0,1472 BELIMO BLE (15 N.m)
300 x 800 61 229 11 179 86,3 93,2 0,1587 BELIMO BE (40 N.m)
300 x 900 111 279 61 229 93,1 100,6 0,1817 BELIMO BE (40 N.m)
300 x 1000 161 329 111 279 100 107,9 0,2047 BELIMO BE (40 N.m)
315 x 180 - - - - 44,7 48,5 0,0172 BELIMO BLE (15 N.m)
315 x 200 - - - - 46,2 49,9 0,0221 BELIMO BLE (15 N.m)
315 x 225 - - - - 47,8 51,7 0,0282 BELIMO BLE (15 N.m)
315 x 250 - - - - 49,7 53,7 0,0343 BELIMO BLE (15 N.m)
315 x 280 - - - - 51,7 55,9 0,0417 BELIMO BLE (15 N.m)
315 x 300 - - - - 53 57,5 0,0466 BELIMO BLE (15 N.m)
315 x 315 - - - - 54,1 58,5 0,0502 BELIMO BLE (15 N.m)
315 x 355 - 6,5 - - 56,9 61,5 0,0600 BELIMO BLE (15 N.m)
315 x 400 - 29 - - 60,1 64,9 0,0711 BELIMO BLE (15 N.m)
315 x 450 - 54 - 4 63,4 68,6 0,0833 BELIMO BLE (15 N.m)
315 x 500 - 79 - 29 67 72,4 0,0956 BELIMO BLE (15 N.m)
315 x 550 - 104 - 54 70,5 76,1 0,1078 BELIMO BLE (15 N.m)
315 x 560 - 109 - 59 71,1 76,8 0,1103 BELIMO BLE (15 N.m)
315 x 600 - 129 - 79 73,8 79,8 0,1201 BELIMO BLE (15 N.m)
315 x 630 - 144 - 94 75,9 82 0,1274 BELIMO BLE (15 N.m)
315 x 650 - 154 - 104 77,4 83,6 0,1323 BELIMO BLE (15 N.m)
315 x 700 11 179 - 129 80,9 87,4 0,1446 BELIMO BLE (15 N.m)
315 x 710 16 184 - 134 81,5 88 0,1470 BELIMO BLE (15 N.m)
315 x 750 36 204 - 154 84,2 91 0,1568 BELIMO BLE (15 N.m)
315 x 800 61 229 11 179 87,8 94,8 0,1691 BELIMO BE (40 N.m)
315 x 900 111 279 61 229 94,6 102,3 0,1936 BELIMO BE (40 N.m)
315 x 1000 161 329 111 279 101,7 109,7 0,2181 BELIMO BE (40 N.m)
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355 x 180 - - - - 46,3 50,2 0,0200 BELIMO BLE (15 N.m)
355 x 200 - - - - 47,7 51,7 0,0257 BELIMO BLE (15 N.m)
355 x 225 - - - - 49,5 53,6 0,0328 BELIMO BLE (15 N.m)
355 x 250 - - - - 51,3 55,6 0,0399 BELIMO BLE (15 N.m)
355 x 280 - - - - 53,5 57,9 0,0485 BELIMO BLE (15 N.m)
355 x 300 - - - - 54,9 59,4 0,0542 BELIMO BLE (15 N.m)
355 x 315 - - - - 55,9 60,5 0,0584 BELIMO BLE (15 N.m)
355 x 355 - 6,5 - - 58,8 63,5 0,0698 BELIMO BLE (15 N.m)
355 x 400 - 29 - - 62 66,9 0,0827 BELIMO BLE (15 N.m)
355 x 450 - 54 - 4 65,5 70,8 0,0969 BELIMO BLE (15 N.m)
355 x 500 - 79 - 29 69,1 74,6 0,1112 BELIMO BLE (15 N.m)
355 x 550 - 104 - 54 72,6 78,5 0,1254 BELIMO BLE (15 N.m)
355 x 560 - 109 - 59 73,3 79,2 0,1283 BELIMO BLE (15 N.m)
355 x 600 - 129 - 79 76,2 82,2 0,1397 BELIMO BLE (15 N.m)
355 x 630 - 144 - 94 78,3 84,5 0,1482 BELIMO BLE (15 N.m)
355 x 650 - 154 - 104 79,7 86 0,1539 BELIMO BLE (15 N.m)
355 x 700 11 179 - 129 83,3 89,9 0,1682 BELIMO BLE (15 N.m)
355 x 710 16 184 - 134 84 90,6 0,1710 BELIMO BLE (15 N.m)
355 x 750 36 204 - 154 86,8 93,7 0,1824 BELIMO BLE (15 N.m)
355 x 800 61 229 11 179 90,4 97,5 0,1967 BELIMO BE (40 N.m)
355 x 900 111 279 61 229 97,4 105,1 0,2252 BELIMO BE (40 N.m)
355 x 1000 161 329 111 279 104,6 112,8 0,2537 BELIMO BE (40 N.m)
400 x 180 - - - - 49,7 53,8 0,0231 BELIMO BLE (15 N.m)
400 x 200 - - - - 51,2 55,5 0,0297 BELIMO BLE (15 N.m)
400 x 225 - - - - 53 57,5 0,0380 BELIMO BLE (15 N.m)
400 x 250 - - - - 55 59,5 0,0462 BELIMO BLE (15 N.m)
400 x 280 - - - - 57,2 61,9 0,0561 BELIMO BLE (15 N.m)
400 x 300 - - - - 58,8 63,4 0,0627 BELIMO BLE (15 N.m)
400 x 315 - - - - 59,8 64,7 0,0677 BELIMO BLE (15 N.m)
400 x 355 - 6,5 - - 62,9 68 0,0809 BELIMO BLE (15 N.m)
400 x 400 - 29 - - 66,2 71,5 0,0957 BELIMO BLE (15 N.m)
400 x 450 - 54 - 4 69,9 75,5 0,1122 BELIMO BLE (15 N.m)
400 x 500 - 79 - 29 73,7 79,6 0,1287 BELIMO BLE (15 N.m)
400 x 550 - 104 - 54 77,5 83,6 0,1452 BELIMO BLE (15 N.m)
400 x 560 - 109 - 59 78,3 84,4 0,1485 BELIMO BLE (15 N.m)
400 x 600 - 129 - 79 81,3 87,6 0,1617 BELIMO BLE (15 N.m)
400 x 630 - 144 - 94 83,5 90,1 0,1716 BELIMO BLE (15 N.m)
400 x 650 - 154 - 104 85 91,7 0,1782 BELIMO BLE (15 N.m)
400 x 700 11 179 - 129 88,8 95,7 0,1947 BELIMO BLE (15 N.m)
400 x 710 16 184 - 134 89,6 96,5 0,1980 BELIMO BLE (15 N.m)
400 x 750 36 204 - 154 92,6 99,7 0,2112 BELIMO BLE (15 N.m)
400 x 800 61 229 11 179 96,3 103,7 0,2277 BELIMO BE (40 N.m)
400 x 900 111 279 61 229 103,7 111,8 0,2607 BELIMO BE (40 N.m)
400 x 1000 161 329 111 279 111,3 119,9 0,2937 BELIMO BE (40 N.m)
450 x 180 - - - - 52,7 57,1 0,0266 BELIMO BLE (15 N.m)
450 x 200 - - - - 54,2 58,8 0,0342 BELIMO BLE (15 N.m)
450 x 225 - - - - 56,2 60,8 0,0437 BELIMO BLE (15 N.m)
450 x 250 - - - - 58,1 62,9 0,0532 BELIMO BLE (15 N.m)
450 x 280 - - - - 60,5 65,4 0,0646 BELIMO BLE (15 N.m)
450 x 300 - - - - 62 67,1 0,0722 BELIMO BLE (15 N.m)
450 x 315 - - - - 63,2 68,4 0,0779 BELIMO BLE (15 N.m)
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450 x 355 - 6,5 - - 66,3 71,8 0,0931 BELIMO BLE (15 N.m)
450 x 400 - 29 - - 69,9 75,5 0,1102 BELIMO BLE (15 N.m)
450 x 450 - 54 - 4 73,8 79,7 0,1292 BELIMO BLE (15 N.m)
450 x 500 - 79 - 29 77,7 83,9 0,1482 BELIMO BLE (15 N.m)
450 x 550 - 104 - 54 81,6 88 0,1672 BELIMO BLE (15 N.m)
450 x 560 - 109 - 59 82,4 88,9 0,1710 BELIMO BLE (15 N.m)
450 x 600 - 129 - 79 85,5 92,3 0,1862 BELIMO BLE (15 N.m)
450 x 630 - 144 - 94 87,9 94,8 0,1976 BELIMO BLE (15 N.m)
450 x 650 - 154 - 104 89,4 96,5 0,2052 BELIMO BLE (15 N.m)
450 x 700 11 179 - 129 93,5 100,6 0,2242 BELIMO BLE (15 N.m)
450 x 710 16 184 - 134 94,3 101,5 0,2280 BELIMO BLE (15 N.m)
450 x 750 36 204 - 154 97,4 104,8 0,2432 BELIMO BLE (15 N.m)
450 x 800 61 229 11 179 101,3 109,1 0,2622 BELIMO BE (40 N.m)
450 x 900 111 279 61 229 109,1 117,4 0,3002 BELIMO BE (40 N.m)
450 x 1000 161 329 111 279 118,3 127,1 0,3382 BELIMO BE (40 N.m)
500 x 180 - - - - 53,4 56,9 0,0301 BELIMO BLE (15 N.m)
500 x 200 - - - - 55 58,7 0,0387 BELIMO BLE (15 N.m)
500 x 225 - - - - 56,9 60,6 0,0495 BELIMO BLE (15 N.m)
500 x 250 - - - - 58,9 62,7 0,0602 BELIMO BLE (15 N.m)
500 x 280 - - - - 61,3 65,2 0,0731 BELIMO BLE (15 N.m)
500 x 300 - - - - 62,9 66,9 0,0817 BELIMO BLE (15 N.m)

500 x 315 - - - - 64 68,1 0,0882 BELIMO BLE (15 N.m)
500 x 355 - 6,5 - - 67,1 71,5 0,1054 BELIMO BLE (15 N.m)
500 x 400 - 29 - - 70,8 75,2 0,1247 BELIMO BLE (15 N.m)
500 x 450 - 54 - 4 74,6 79,2 0,1462 BELIMO BLE (15 N.m)
500 x 500 - 79 - 29 78,6 83,4 0,1677 BELIMO BLE (15 N.m)
500 x 550 - 104 - 54 82,5 87,5 0,1892 BELIMO BLE (15 N.m)
500 x 560 - 109 - 59 83,3 88,3 0,1935 BELIMO BLE (15 N.m)
500 x 600 - 129 - 79 86,5 91,6 0,2107 BELIMO BLE (15 N.m)
500 x 630 - 144 - 94 88,8 94,1 0,2236 BELIMO BLE (15 N.m)
500 x 650 - 154 - 104 90,4 95,8 0,2322 BELIMO BLE (15 N.m)
500 x 700 11 179 - 129 94,4 99,9 0,2537 BELIMO BLE (15 N.m)
500 x 710 16 184 - 134 95,1 100,7 0,2580 BELIMO BLE (15 N.m)
500 x 750 36 204 - 154 98,3 104,1 0,2752 BELIMO BLE (15 N.m)
500 x 800 61 229 11 179 102,3 108,1 0,2967 BELIMO BE (40 N.m)
500 x 900 111 279 61 229 110 116,4 0,3397 BELIMO BE (40 N.m)
500 x 1000 161 329 111 279 119,3 126 0,3827 BELIMO BE (40 N.m)
550 x 180 - - - - 56,1 61 0,0336 BELIMO BLE (15 N.m)
550 x 200 - - - - 57,9 62,8 0,0432 BELIMO BLE (15 N.m)
550 x 225 - - - - 59,9 64,9 0,0552 BELIMO BLE (15 N.m)
550 x 250 - - - - 61,9 67 0,0672 BELIMO BLE (15 N.m)
550 x 280 - - - - 64,4 69,6 0,0816 BELIMO BLE (15 N.m)
550 x 300 - - - - 66 71,4 0,0912 BELIMO BLE (15 N.m)
550 x 315 - - - - 67,3 72,8 0,0984 BELIMO BLE (15 N.m)
550 x 355 - 6,5 - - 70,5 76,3 0,1176 BELIMO BLE (15 N.m)
550 x 400 - 29 - - 74,3 80,1 0,1392 BELIMO BLE (15 N.m)
550 x 450 - 54 - 4 78,3 84,5 0,1632 BELIMO BLE (15 N.m)
550 x 500 - 79 - 29 82,4 88,9 0,1872 BELIMO BLE (15 N.m)
550 x 550 - 104 - 54 86,5 93,3 0,2112 BELIMO BLE (15 N.m)
550 x 560 - 109 - 59 87,4 94,1 0,2160 BELIMO BLE (15 N.m)
550 x 600 - 129 - 79 90,6 97,5 0,2352 BELIMO BLE (15 N.m)
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550 x 630 - 144 - 94 93,1 100,1 0,2496 BELIMO BLE (15 N.m)
550 x 650 - 154 - 104 94,8 101,9 0,2592 BELIMO BLE (15 N.m)
550 x 700 11 179 - 129 98,8 106,3 0,2832 BELIMO BLE (15 N.m)
550 x 710 16 184 - 134 99,6 107,1 0,2880 BELIMO BLE (15 N.m)
550 x 750 36 204 - 154 102,9 110,6 0,3072 BELIMO BE (40 N.m)
550 x 800 61 229 11 179 107 115 0,3312 BELIMO BE (40 N.m)
550 x 900 111 279 61 229 116,5 125 0,3792 BELIMO BE (40 N.m)
550 x 1000 161 329 111 279 124,6 133,6 0,4272 BELIMO BE (40 N.m)
560 x 180 - - - - 56,8 61,5 0,0343 BELIMO BLE (15 N.m)
560 x 200 - - - - 58,4 63,4 0,0441 BELIMO BLE (15 N.m)
560 x 225 - - - - 60,5 65,5 0,0564 BELIMO BLE (15 N.m)
560 x 250 - - - - 62,5 67,8 0,0686 BELIMO BLE (15 N.m)
560 x 280 0 - - - 65 70,4 0,0833 BELIMO BLE (15 N.m)
560 x 300 - - - - 66,6 72,1 0,0931 BELIMO BLE (15 N.m)
560 x 315 - - - - 67,9 73,4 0,1005 BELIMO BLE (15 N.m)
560 x 355 - 6,5 - - 71,3 76,9 0,1201 BELIMO BLE (15 N.m)
560 x 400 - 29 - - 74,9 80,9 0,1421 BELIMO BLE (15 N.m)
560 x 450 - 54 - 4 79 85,3 0,1666 BELIMO BLE (15 N.m)
560 x 500 - 79 - 29 83,1 89,6 0,1911 BELIMO BLE (15 N.m)
560 x 550 - 104 - 54 87,3 94 0,2156 BELIMO BLE (15 N.m)
560 x 560 - 109 - 59 88,1 94,9 0,2205 BELIMO BLE (15 N.m)

560 x 600 - 129 - 79 91,5 98,4 0,2401 BELIMO BLE (15 N.m)
560 x 630 - 144 - 94 93,9 101,1 0,2548 BELIMO BLE (15 N.m)
560 x 650 - 154 - 104 95,6 102,9 0,2646 BELIMO BLE (15 N.m)
560 x 700 11 179 - 129 99,8 107,3 0,2891 BELIMO BLE (15 N.m)
560 x 710 16 184 - 134 100,5 108,1 0,2940 BELIMO BLE (15 N.m)
560 x 750 36 204 - 154 103,9 111,6 0,3136 BELIMO BE (40 N.m)
560 x 800 61 229 11 179 108 116 0,3381 BELIMO BE (40 N.m)
560 x 900 111 279 61 229 117,5 126 0,3871 BELIMO BE (40 N.m)
560 x 1000 161 329 111 279 125,8 134,9 0,4361 BELIMO BE (40 N.m)
600 x 180 - - - - 59 64 0,0371 BELIMO BLE (15 N.m)
600 x 200 - - - - 60,6 65,9 0,0477 BELIMO BLE (15 N.m)
600 x 225 - - - - 62,8 68,1 0,0610 BELIMO BLE (15 N.m)
600 x 250 - - - - 65,0 70,4 0,0742 BELIMO BLE (15 N.m)
600 x 280 - - - - 67,5 73 0,0901 BELIMO BLE (15 N.m)
600 x 300 - - - - 69,3 74,9 0,1007 BELIMO BLE (15 N.m)
600 x 315 - - - - 70,5 76,3 0,1087 BELIMO BLE (15 N.m)
600 x 355 - 6,5 - - 73,9 79,9 0,1299 BELIMO BLE (15 N.m)
600 x 400 - 29 - - 77,8 83,9 0,1537 BELIMO BLE (15 N.m)
600 x 450 - 54 - 4 82 88,4 0,1802 BELIMO BLE (15 N.m)
600 x 500 - 79 - 29 86,3 92,9 0,2067 BELIMO BLE (15 N.m)
600 x 550 - 104 - 54 90,5 97,5 0,2332 BELIMO BLE (15 N.m)
600 x 560 - 109 - 59 91,4 98,4 0,2385 BELIMO BLE (15 N.m)
600 x 600 - 129 - 79 94,8 102 0,2597 BELIMO BLE (15 N.m)
600 x 630 - 144 - 94 97,4 104,8 0,2756 BELIMO BLE (15 N.m)
600 x 650 - 154 - 104 99 106,5 0,2862 BELIMO BLE (15 N.m)
600 x 700 11 179 - 129 103,3 111 0,3127 BELIMO BLE (15 N.m)
600 x 710 16 184 - 134 104,1 111,9 0,3180 BELIMO BLE (15 N.m)
600 x 750 36 204 - 154 107,5 115,5 0,3392 BELIMO BE (40 N.m)
600 x 800 61 229 11 179 111,8 120 0,3657 BELIMO BE (40 N.m)
600 x 900 111 279 61 229 121,6 130,4 0,4187 BELIMO BE (40 N.m)
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600 x 1000 161 329 111 279 130,1 139,4 0,4717 BELIMO BE (40 N.m)
630 x 180 - - - - 60,6 65,9 0,0392 BELIMO BLE (15 N.m)
630 x 200 - - - - 62,4 67,6 0,0504 BELIMO BLE (15 N.m)
630 x 225 - - - - 64,6 70 0,0644 BELIMO BLE (15 N.m)
630 x 250 - - - - 66,8 72,3 0,0784 BELIMO BLE (15 N.m)
630 x 280 - - - - 69,4 75,1 0,0952 BELIMO BLE (15 N.m)
630 x 300 - - - - 71,1 76,9 0,1064 BELIMO BLE (15 N.m)
630 x 315 - - - - 72,4 78,3 0,1148 BELIMO BLE (15 N.m)
630 x 355 - 6,5 - - 75,9 82 0,1372 BELIMO BLE (15 N.m)
630 x 400 - 29 - - 79,9 86,1 0,1624 BELIMO BLE (15 N.m)
630 x 450 - 54 - 4 84,1 90,8 0,1904 BELIMO BLE (15 N.m)
630 x 500 - 79 - 29 88,5 95,4 0,2184 BELIMO BLE (15 N.m)
630 x 550 - 104 - 54 92,9 100 0,2464 BELIMO BLE (15 N.m)
630 x 560 - 109 - 59 93,8 100,9 0,2520 BELIMO BLE (15 N.m)
630 x 600 - 129 - 79 97,3 104,6 0,2744 BELIMO BLE (15 N.m)
630 x 630 - 144 - 94 99,9 107,4 0,2912 BELIMO BLE (15 N.m)
630 x 650 - 154 - 104 101,6 109,3 0,3024 BELIMO BLE (15 N.m)
630 x 700 11 179 - 129 106 113,9 0,3304 BELIMO BLE (15 N.m)
630 x 710 16 184 - 134 106,9 114,8 0,3360 BELIMO BLE (15 N.m)
630 x 750 36 204 - 154 110,4 118,5 0,3584 BELIMO BE (40 N.m)
630 x 800 61 229 11 179 114,8 123,1 0,3864 BELIMO BE (40 N.m)
630 x 900 111 279 61 229 124,6 133,6 0,4424 BELIMO BE (40 N.m)
630 x 1000 161 329 111 279 133,4 142,9 0,4984 BELIMO BE (40 N.m)
650 x 180 - - - - 61,8 67,1 0,0406 BELIMO BLE (15 N.m)
650 x 200 - - - - 63,5 68,9 0,0522 BELIMO BLE (15 N.m)
650 x 225 - - - - 65,8 71,3 0,0667 BELIMO BLE (15 N.m)
650 x 250 0 - - - 68 73,6 0,0812 BELIMO BLE (15 N.m)
650 x 280 - - - - 70,6 76,4 0,0986 BELIMO BLE (15 N.m)
650 x 300 - - - - 72,4 78,3 0,1102 BELIMO BLE (15 N.m)
650 x 315 - - - - 73,8 79,8 0,1189 BELIMO BLE (15 N.m)
650 x 355 - 6,5 - - 77,3 83,5 0,1421 BELIMO BLE (15 N.m)
650 x 400 - 29 - - 81,3 87,6 0,1682 BELIMO BLE (15 N.m)
650 x 450 - 54 - 4 85,6 92,4 0,1972 BELIMO BLE (15 N.m)
650 x 500 - 79 - 29 90,1 97 0,2262 BELIMO BLE (15 N.m)
650 x 550 - 104 - 54 94,5 101,8 0,2552 BELIMO BLE (15 N.m)
650 x 560 - 109 - 59 95,4 102,6 0,2610 BELIMO BLE (15 N.m)
650 x 600 - 129 - 79 98,9 106,4 0,2842 BELIMO BLE (15 N.m)
650 x 630 - 144 - 94 101,6 109,3 0,3016 BELIMO BLE (15 N.m)
650 x 650 - 154 - 104 103,4 111,1 0,3132 BELIMO BLE (15 N.m)
650 x 700 11 179 - 129 107,8 115,8 0,3422 BELIMO BLE (15 N.m)
650 x 710 16 184 - 134 108,6 116,8 0,3480 BELIMO BLE (15 N.m)
650 x 750 36 204 - 154 112,3 120,5 0,3712 BELIMO BE (40 N.m)
650 x 800 61 229 11 179 117,9 126,4 0,4002 BELIMO BE (40 N.m)
650 x 900 111 279 61 229 126,8 135,8 0,4582 BELIMO BE (40 N.m)
650 x 1000 161 329 111 279 135,6 145,1 0,5162 BELIMO BE (40 N.m)
700 x 180 - - - - 64,5 66,2 0,0441 BELIMO BLE (15 N.m)
700 x 200 - - - - 66,4 68 0,0567 BELIMO BLE (15 N.m)
700 x 225 - - - - 68,8 70,3 0,0725 BELIMO BLE (15 N.m)
700 x 250 - - - - 71 72,6 0,0882 BELIMO BLE (15 N.m)
700 x 280 - - - - 73,8 75,4 0,1071 BELIMO BLE (15 N.m)
700 x 300 - - - - 75,6 77,2 0,1197 BELIMO BLE (15 N.m)
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700 x 315 - - - - 61,6 77 78,6 BELIMO BLE (15 N.m)
700 x 355 - 6,5 - - 64,5 80,6 82,2 BELIMO BLE (15 N.m)
700 x 400 - 29 - - 67,8 84,8 86,4 BELIMO BLE (15 N.m)
700 x 450 - 54 - 4 71,5 89,4 90,9 BELIMO BLE (15 N.m)
700 x 500 - 79 - 29 75,1 93,9 95,5 BELIMO BLE (15 N.m)
700 x 550 - 104 - 54 78,8 98,5 100,1 BELIMO BLE (15 N.m)
700 x 560 - 109 - 59 79,5 99,4 101 BELIMO BLE (15 N.m)
700 x 600 - 129 - 79 82,5 103,1 104,7 BELIMO BLE (15 N.m)
700 x 630 - 144 - 94 84,7 105,9 107,4 BELIMO BLE (15 N.m)
700 x 650 - 154 - 104 86,1 107,6 109,2 BELIMO BLE (15 N.m)
700 x 700 11 179 - 129 89,8 112,3 113,8 BELIMO BLE (15 N.m)
700 x 710 16 184 - 134 90,5 113,1 114,7 BELIMO BE (40 N.m)
700 x 750 36 204 - 154 93,5 116,9 118,4 BELIMO BE (40 N.m)
700 x 800 61 229 11 179 98,2 122,8 124,1 BELIMO BE (40 N.m)
700 x 900 111 279 61 229 105,5 131,9 133,2 BELIMO BE (40 N.m)
700 x 1000 161 329 111 279 112,8 141 142,4 BELIMO BE (40 N.m)
710 x 180 - - - - 52,1 63,6 69,1 BELIMO BLE (15 N.m)
710 x 200 - - - - 53,6 65,4 70,9 BELIMO BLE (15 N.m)
710 x 225 - - - - 55,4 67,6 73,3 BELIMO BLE (15 N.m)
710 x 250 - - - - 57,3 69,9 75,8 BELIMO BLE (15 N.m)
710 x 280 - - - - 59,5 72,6 78,6 BELIMO BLE (15 N.m)

710 x 300 - - - - 61,0 74,4 80,5 BELIMO BLE (15 N.m)
710 x 315 - - - - 62,1 75,8 81,9 BELIMO BLE (15 N.m)
710 x 355 - 6,5 - - 65,0 79,3 85,6 BELIMO BLE (15 N.m)
710 x 400 - 29 - - 68,4 83,4 90 BELIMO BLE (15 N.m)
710 x 450 - 54 - 4 72,0 87,8 94,8 BELIMO BLE (15 N.m)
710 x 500 - 79 - 29 75,7 92,4 99,6 BELIMO BLE (15 N.m)
710 x 550 - 104 - 54 79,4 96,9 104,3 BELIMO BLE (15 N.m)
710 x 560 - 109 - 59 80,2 97,8 105,2 BELIMO BLE (15 N.m)
710 x 600 - 129 - 79 83,1 101,4 109,1 BELIMO BLE (15 N.m)
710 x 630 - 144 - 94 85,3 102,4 111,9 BELIMO BLE (15 N.m)
710 x 650 - 154 - 104 86,8 104,2 113,8 BELIMO BLE (15 N.m)
710 x 700 11 179 - 129 90,5 108,6 118,6 BELIMO BE (40 N.m)
710 x 710 16 184 - 134 91,3 109,6 119,6 BELIMO BE (40 N.m)
710 x 750 36 204 - 154 94,2 113 123,3 BELIMO BE (40 N.m)
710 x 800 61 229 11 179 98,9 118,7 129,3 BELIMO BE (40 N.m)
710 x 900 111 279 61 229 106,3 127,6 138,8 BELIMO BE (40 N.m)
710 x 1000 161 329 111 279 113,7 136,4 148,4 BELIMO BE (40 N.m)
750 x 180 0 - - - 53,9 64,7 70,2 BELIMO BLE (15 N.m)
750 x 200 - - - - 55,4 66,5 72,1 BELIMO BLE (15 N.m)
750 x 225 - - - - 57,3 68,8 74,6 BELIMO BLE (15 N.m)
750 x 250 - - - - 59,2 71 77 BELIMO BLE (15 N.m)
750 x 280 - - - - 61,5 73,8 79,9 BELIMO BLE (15 N.m)
750 x 300 - - - - 63,0 75,6 81,8 BELIMO BLE (15 N.m)
750 x 315 - - - - 64,1 76,9 83,3 BELIMO BLE (15 N.m)
750 x 355 - 6,5 - - 67,2 80,6 87,1 BELIMO BLE (15 N.m)
750 x 400 - 29 - - 70,6 84,7 91,4 BELIMO BLE (15 N.m)
750 x 450 - 54 - 4 74,4 89,3 96,2 BELIMO BLE (15 N.m)
750 x 500 - 79 - 29 78,2 93,8 101 BELIMO BLE (15 N.m)
750 x 550 - 104 - 54 82,0 98,4 105,8 BELIMO BLE (15 N.m)
750 x 560 - 109 - 59 82,8 99,4 106,8 BELIMO BLE (15 N.m)
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Without 
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With
 flanges

Weight [kg] Effective
area Sef 

[m  ]

Actuating mechanism
type

a c e f
Without 
flanges

With
 flanges

750 x 600 - 129 - 79 103 110,6 0,3332 BELIMO BLE (15 N.m)
750 x 630 - 144 - 94 105,7 113,5 0,3536 BELIMO BLE (15 N.m)
750 x 650 - 154 - 104 107,5 115,4 0,3672 BELIMO BE (40 N.m)
750 x 700 11 179 - 129 112,1 120,2 0,4012 BELIMO BE (40 N.m)
750 x 710 16 184 - 134 113 121,2 0,4080 BELIMO BE (40 N.m)
750 x 750 36 204 - 154 117,8 126,2 0,4352 BELIMO BE (40 N.m)
750 x 800 61 229 11 179 122,4 131 0,4692 BELIMO BE (40 N.m)
750 x 900 111 279 61 229 131,5 140,8 0,5372 BELIMO BE (40 N.m)
750 x 1000 161 329 111 279 143 152,9 0,6052 BELIMO BE (40 N.m)
800 x 180 - - - - 68,4 74,4 0,0511 BELIMO BLE (15 N.m)
800 x 200 - - - - 70,4 76,4 0,0657 BELIMO BLE (15 N.m)
800 x 225 - - - - 72,8 78,9 0,0840 BELIMO BLE (15 N.m)
800 x 250 - - - - 75,2 81,5 0,1022 BELIMO BLE (15 N.m)
800 x 280 - - - - 78,1 84,5 0,1241 BELIMO BLE (15 N.m)
800 x 300 - - - - 79,9 86,5 0,1387 BELIMO BLE (15 N.m)
800 x 315 - - - - 81,4 88,1 0,1497 BELIMO BLE (15 N.m)
800 x 355 - 6,5 - - 85,3 92,1 0,1789 BELIMO BLE (15 N.m)
800 x 400 - 29 - - 89,5 96,6 0,2117 BELIMO BLE (15 N.m)
800 x 450 - 54 - 4 94,3 101,6 0,2482 BELIMO BLE (15 N.m)
800 x 500 - 79 - 29 99,2 106,8 0,2847 BELIMO BLE (15 N.m)
800 x 550 - 104 - 54 103,9 111,8 0,3212 BELIMO BLE (15 N.m)

800 x 560 - 109 - 59 104,9 112,7 0,3285 BELIMO BLE (15 N.m)
800 x 600 - 129 - 79 108,7 116,8 0,3577 BELIMO BE (40 N.m)
800 x 630 - 144 - 94 111,6 119,8 0,3796 BELIMO BE (40 N.m)
800 x 650 - 154 - 104 113,6 121,9 0,3942 BELIMO BE (40 N.m)
800 x 700 11 179 - 129 118,3 126,9 0,4307 BELIMO BE (40 N.m)
800 x 710 16 184 - 134 119,3 127,9 0,4380 BELIMO BE (40 N.m)
800 x 750 36 204 - 154 124,3 133,2 0,4672 BELIMO BE (40 N.m)
800 x 800 61 229 11 179 129,2 138,2 0,5037 BELIMO BE (40 N.m)
800 x 900 111 279 61 229 138,7 148,4 0,5767 BELIMO BE (40 N.m)
800 x 1000 161 329 111 279 148,4 158,5 0,6497 BELIMO BE (40 N.m)
900 x 180 - - - - 72,7 72,5 0,0581 BELIMO BLE (15 N.m)
900 x 200 - - - - 74,8 81,1 0,0747 BELIMO BLE (15 N.m)
900 x 225 - - - - 77,3 83,8 0,0955 BELIMO BLE (15 N.m)
900 x 250 - - - - 79,8 86,4 0,1162 BELIMO BLE (15 N.m)
900 x 280 - - - - 82,8 89,6 0,1411 BELIMO BLE (15 N.m)
900 x 300 - - - - 84,7 91,7 0,1577 BELIMO BLE (15 N.m)
900 x 315 - - - - 86,3 93,4 0,1702 BELIMO BLE (15 N.m)
900 x 355 - 6,5 - - 90,2 97,6 0,2034 BELIMO BLE (15 N.m)
900 x 400 - 29 - - 94,8 102,2 0,2407 BELIMO BLE (15 N.m)
900 x 450 - 54 - 4 99,8 107,5 0,2822 BELIMO BLE (15 N.m)
900 x 500 - 79 - 29 104,9 112,8 0,3237 BELIMO BE (40 N.m)
900 x 550 - 104 - 54 109,9 118,1 0,3652 BELIMO BE (40 N.m)
900 x 560 - 109 - 59 110,9 119,2 0,3735 BELIMO BE (40 N.m)
900 x 600 - 129 - 79 115 123,4 0,4067 BELIMO BE (40 N.m)
900 x 630 - 144 - 94 118 126,6 0,4316 BELIMO BE (40 N.m)
900 x 650 - 154 - 104 120 128,6 0,4482 BELIMO BE (40 N.m)
900 x 700 11 179 - 129 126,2 135,1 0,4897 BELIMO BE (40 N.m)
900 x 710 16 184 - 134 127,2 136,2 0,4980 BELIMO BE (40 N.m)
900 x 750 36 204 - 154 131,3 140,4 0,5312 BELIMO BE (40 N.m)
900 x 800 61 229 11 179 136,3 145,7 0,5727 BELIMO BE (40 N.m)
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900 x 900 111 279 61 229 146,3 156,2 0,6557 BELIMO BE (40 N.m)
900 x 1000 161 329 111 279 156,4 166,8 0,7387 BELIMO BE (40 N.m)

1000 x 180 - - - - 78,1 83,5 0,0651 BELIMO BLE (15 N.m)
1000 x 200 - - - - 80,2 85,7 0,0837 BELIMO BLE (15 N.m)
1000 x 225 - - - - 82,9 88,5 0,1070 BELIMO BLE (15 N.m)
1000 x 250 - - - - 85,6 91,2 0,1302 BELIMO BLE (15 N.m)
1000 x 280 - - - - 88,8 94,5 0,1581 BELIMO BLE (15 N.m)
1000 x 300 - - - - 90,8 96,8 0,1767 BELIMO BLE (15 N.m)
1000 x 315 - - - - 92,5 98,4 0,1907 BELIMO BLE (15 N.m)
1000 x 355 - 6,5 - - 96,7 102,8 0,2279 BELIMO BLE (15 N.m)
1000 x 400 - 29 - - 101,5 107,7 0,2697 BELIMO BLE (15 N.m)
1000 x 450 - 54 - 4 106,9 113,2 0,3162 BELIMO BE (40 N.m)
1000 x 500 - 79 - 29 112,2 118,7 0,3627 BELIMO BE (40 N.m)
1000 x 550 - 104 - 54 117,6 124,1 0,4092 BELIMO BE (40 N.m)
1000 x 560 - 109 - 59 118,7 125,3 0,4185 BELIMO BE (40 N.m)
1000 x 600 - 129 - 79 122,9 129,7 0,4557 BELIMO BE (40 N.m)
1000 x 630 - 144 - 94 126,1 133 0,4836 BELIMO BE (40 N.m)
1000 x 650 - 154 - 104 129,5 136,4 0,5022 BELIMO BE (40 N.m)
1000 x 700 11 179 - 129 134,8 141,8 0,5487 BELIMO BE (40 N.m)
1000 x 710 16 184 - 134 135,8 143 0,5580 BELIMO BE (40 N.m)
1000 x 750 36 204 - 154 140,2 147,4 0,5952 BELIMO BE (40 N.m)

1000 x 800 61 229 11 179 145,4 152,8 0,6417 BELIMO BE (40 N.m)
1000 x 900 111 279 61 229 156,1 163,9 0,7347 BELIMO BE (40 N.m)
1000 x 1000 161 329 111 279 166,8 174,9 0,8277 BELIMO BE (40 N.m)
1100 x 180 - - - - 83,4 87,1 0,0721 BELIMO BLE (15 N.m)
1100 x 200 - - - - 85,7 89,2 0,0927 BELIMO BLE (15 N.m)
1100 x 225 - - - - 88,6 92,1 0,1185 BELIMO BLE (15 N.m)
1100 x 250 - - - - 91,3 95 0,1442 BELIMO BLE (15 N.m)
1100 x 280 - - - - 94,7 98,3 0,1751 BELIMO BLE (15 N.m)
1100 x 300 - - - - 97 100,6 0,1957 BELIMO BLE (15 N.m)
1100 x 315 - - - - 98,6 102,2 0,2112 BELIMO BLE (15 N.m)
1100 x 355 - 6,5 - - 103,2 106,8 0,2524 BELIMO BLE (15 N.m)
1100 x 400 - 29 - - 108,2 111,9 0,2987 BELIMO BE (40 N.m)
1100 x 450 - 54 - 4 114 117,5 0,3502 BELIMO BE (40 N.m)
1100 x 500 - 79 - 29 119,6 123,2 0,4017 BELIMO BE (40 N.m)
1100 x 550 - 104 - 54 125,3 128,9 0,4532 BELIMO BE (40 N.m)
1100 x 560 - 109 - 59 126,4 130 0,4635 BELIMO BE (40 N.m)
1100 x 600 - 129 - 79 130,9 134,6 0,5047 BELIMO BE (40 N.m)
1100 x 630 - 144 - 94 135,5 139 0,5356 BELIMO BE (40 N.m)
1100 x 650 - 154 - 104 137,8 141,3 0,5562 BELIMO BE (40 N.m)
1100 x 700 11 179 - 129 143,4 147 0,6077 BELIMO BE (40 N.m)
1100 x 710 16 184 - 134 144,6 148,1 0,6180 BELIMO BE (40 N.m)
1100 x 750 36 204 - 154 149 152,6 0,6592 BELIMO BE (40 N.m)
1100 x 800 61 229 11 179 154,7 158,4 0,7107 BELIMO BE (40 N.m)
1100 x 900 111 279 61 229 166,1 169,6 0,8137 BELIMO BE (40 N.m)
1100 x 1000 161 329 111 279 177,4 180,9 0,9167 BELIMO BE (40 N.m)
1250 x 180 - - - - 91,4 97,9 0,0826 BELIMO BLE (15 N.m)
1250 x 200 - - - - 94 100,4 0,1062 BELIMO BLE (15 N.m)
1250 x 225 - - - - 97 103,6 0,1357 BELIMO BLE (15 N.m)
1250 x 250 - - - - 100,1 106,7 0,1652 BELIMO BLE (15 N.m)
1250 x 280 - - - - 103,7 110,4 0,2006 BELIMO BLE (15 N.m)



20

TPM 087/12

2 

Size
AxB

Without 
flanges

With
 flanges

Weight [kg] Effective
area Sef 

[m  ]

Actuating mechanism
type

a c e f
Without 
flanges

With
 flanges

1250 x 300 - - - - 106,2 113 0,2242 BELIMO BLE (15 N.m)
1250 x 315 - - - - 108 114,8 0,2419 BELIMO BLE (15 N.m)
1250 x 355 - 6,5 - - 112,9 119,9 0,2891 BELIMO BE (40 N.m)
1250 x 400 - 29 - - 118,4 125,6 0,3422 BELIMO BE (40 N.m)
1250 x 450 - 54 - 4 124,6 131,8 0,4012 BELIMO BE (40 N.m)
1250 x 500 - 79 - 29 130,7 138,1 0,4602 BELIMO BE (40 N.m)
1250 x 550 - 104 - 54 136,8 144,3 0,5192 BELIMO BE (40 N.m)
1250 x 560 - 109 - 59 138 145,5 0,531 BELIMO BE (40 N.m)
1250 x 600 - 129 - 79 144,1 151,7 0,5782 BELIMO BE (40 N.m)
1250 x 630 - 144 - 94 147,7 155,5 0,6136 BELIMO BE (40 N.m)
1250 x 650 - 154 - 104 150,2 158 0,6372 BELIMO BE (40 N.m)
1250 x 700 11 179 - 129 156,4 164,3 0,6962 BELIMO BE (40 N.m)
1250 x 710 16 184 - 134 157,6 165,6 0,708 BELIMO BE (40 N.m)
1250 x 750 36 204 - 154 162,5 170,5 0,7552 BELIMO BE (40 N.m)
1250 x 800 61 229 11 179 168,6 176,8 0,8142 BELIMO BE (40 N.m)
1250 x 900 111 279 61 229 180,8 189,4 0,9322 BELIMO BE (40 N.m)
1250 x 1000 161 329 111 279 192,9 204,6 1,0502 SCHISCHEK InMax 50.75 (75 N.m)
1400 x 180 - - - - 95,3 104 0,0931 BELIMO BLE (15 N.m)
1400 x 200 - - - - 97,9 106,5 0,1197 BELIMO BLE (15 N.m)
1400 x 225 - - - - 101,1 109,8 0,153 BELIMO BLE (15 N.m)
1400 x 250 - - - - 104,2 113 0,1862 BELIMO BLE (15 N.m)

1400 x 280 - - - - 108 117 0,2261 BELIMO BLE (15 N.m)
1400 x 300 - - - - 110,5 119,6 0,2527 BELIMO BLE (15 N.m)
1400 x 315 - - - - 112,5 121,6 0,2727 BELIMO BLE (15 N.m)
1400 x 355 - 6,5 - - 117,4 126,8 0,3259 BELIMO BE (40 N.m)
1400 x 400 - 29 - - 123,2 132,7 0,3857 BELIMO BE (40 N.m)
1400 x 450 - 54 - 4 129,5 139,3 0,4522 BELIMO BE (40 N.m)
1400 x 500 - 79 - 29 135,8 145,8 0,5187 BELIMO BE (40 N.m)
1400 x 550 - 104 - 54 143,3 153,5 0,5852 BELIMO BE (40 N.m)
1400 x 560 - 109 - 59 144,6 154,9 0,5985 BELIMO BE (40 N.m)
1400 x 600 - 129 - 79 149,6 160,1 0,6517 BELIMO BE (40 N.m)
1400 x 630 - 144 - 94 153,4 164,1 0,6916 BELIMO BE (40 N.m)
1400 x 650 - 154 - 104 155,9 166,6 0,7182 BELIMO BE (40 N.m)
1400 x 700 11 179 - 129 162,2 173,2 0,7847 BELIMO BE (40 N.m)
1400 x 710 16 184 - 134 163,4 174,6 0,798 BELIMO BE (40 N.m)
1400 x 750 36 204 - 154 168,5 179,7 0,8512 BELIMO BE (40 N.m)
1400 x 800 61 229 11 179 174,8 186,3 0,9177 BELIMO BE (40 N.m)
1400 x 900 111 279 61 229 195,3 207,2 1,0507 SCHISCHEK InMax 50.75 (75 N.m)
1400 x 1000 161 329 111 279 207,9 220,3 1,1837 SCHISCHEK InMax 50.75 (75 N.m)
1500 x 180 - - - - 100,5 109,5 0,1001 BELIMO BLE (15 N.m)
1500 x 200 - - - - 103,2 112,2 0,1287 BELIMO BLE (15 N.m)
1500 x 225 - - - - 106,5 115,7 0,1645 BELIMO BLE (15 N.m)
1500 x 250 - - - - 109,8 119,1 0,2002 BELIMO BLE (15 N.m)
1500 x 280 - - - - 113,7 123,3 0,2431 BELIMO BLE (15 N.m)
1500 x 300 - - - - 116,4 125,9 0,2717 BELIMO BLE (15 N.m)
1500 x 315 - - - - 118,3 128 0,2932 BELIMO BE (40 N.m)
1500 x 355 - 6,5 - - 123,6 133,5 0,3504 BELIMO BE (40 N.m)
1500 x 400 - 29 - - 129,6 139,7 0,4147 BELIMO BE (40 N.m)
1500 x 450 - 54 - 4 136,3 146,5 0,4862 BELIMO BE (40 N.m)
1500 x 500 - 79 - 29 142,8 153,4 0,5577 BELIMO BE (40 N.m)
1500 x 550 - 104 - 54 150,7 161,5 0,6292 BELIMO BE (40 N.m)
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1500 x 560 - 109 - 59 151,9 162,7 0,6435 BELIMO BE (40 N.m)
1500 x 600 - 129 - 79 157,2 168,2 0,7007 BELIMO BE (40 N.m)
1500 x 630 - 144 - 94 161,2 172,4 0,7436 BELIMO BE (40 N.m)
1500 x 650 - 154 - 104 163,9 175,1 0,7722 BELIMO BE (40 N.m)
1500 x 700 11 179 - 129 170,4 181,9 0,8437 BELIMO BE (40 N.m)
1500 x 710 16 184 - 134 171,8 183,3 0,8580 BELIMO BE (40 N.m)
1500 x 750 36 204 - 154 177,1 188,8 0,9152 BELIMO BE (40 N.m)
1500 x 800 61 229 11 179 183,7 195,6 0,9867 BELIMO BE (40 N.m)
1500 x 900 111 279 61 229 204,7 217,2 1,1297 SCHISCHEK InMax 50.75 (75 N.m)
1500 x 1000 161 329 111 279 217,9 230,9 1,2727 SCHISCHEK InMax 50.75 (75 N.m)
1600 x 180 - - - - 105,7 115,1 0,1071 BELIMO BLE (15 N.m)
1600 x 200 - - - - 108,4 118 0,1377 BELIMO BLE (15 N.m)
1600 x 225 - - - - 111,9 121,6 0,1760 BELIMO BLE (15 N.m)
1600 x 250 - - - - 115,3 125,1 0,2142 BELIMO BLE (15 N.m)
1600 x 280 - - - - 119,5 129,5 0,2601 BELIMO BLE (15 N.m)
1600 x 300 - - - - 122,2 132,4 0,2907 BELIMO BE (40 N.m)
1600 x 315 - - - - 124,3 134,4 0,3137 BELIMO BE (40 N.m)
1600 x 355 - 6,5 - - 129,8 140,2 0,3749 BELIMO BE (40 N.m)
1600 x 400 - 29 - - 136 146,6 0,4437 BELIMO BE (40 N.m)
1600 x 450 - 54 - 4 142,9 153,8 0,5202 BELIMO BE (40 N.m)
1600 x 500 - 79 - 29 149,8 160,9 0,5967 BELIMO BE (40 N.m)
1600 x 550 - 104 - 54 158 169,3 0,6732 BELIMO BE (40 N.m)
1600 x 560 - 109 - 59 159,4 170,7 0,6885 BELIMO BE (40 N.m)
1600 x 600 - 129 - 79 164,9 176,4 0,7497 BELIMO BE (40 N.m)
1600 x 630 - 144 - 94 169,1 180,7 0,7956 BELIMO BE (40 N.m)
1600 x 650 - 154 - 104 171,8 183,5 0,8262 BELIMO BE (40 N.m)
1600 x 700 11 179 - 129 178,7 190,7 0,9027 BELIMO BE (40 N.m)
1600 x 710 16,0 184 - 134 180,1 192,2 0,918 BELIMO BE (40 N.m)
1600 x 750 36 204 - 154 185,6 197,8 0,9792 BELIMO BE (40 N.m)
1600 x 800 61 229 11 179 192,5 205 1,0557 BELIMO BE (40 N.m)
1600 x 900 111 279 61 229 214,1 227,1 1,2087 SCHISCHEK InMax 50.75 (75 N.m)
1600 x 1000 161 329 111 279 228 241,4 1,3617 SCHISCHEK InMax 50.75 (75 N.m)

If is used the communication and supply device BKNE230-24, the weight is higher by 0,68 kg.

Fig. 14 Installation openingFig. 13 Flanges

* Dimensions with actuating mechanism InMax 50.75
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4.3.  For damper without flanges  (Fig. 14) the open damper blade overlaps the damper body from 
 dimension B = 250 by the value “c” or “a” and “c”. These values are specified in the Tab. 4.2.1.

 For damper without flanges  (Fig. 15) the open damper blade overlaps the damper body from 
 dimension B = 355 by the value “f” or “e” and “f”. These values are specified in the Tab. 4.2.1.

 Values "a","c","e" and "f", has to be respected when projecting related smoke exhaust ducts.

Fig. 15 Values “a” a “c” Fig. 16 Values “e” a “f” 

'��(!��������� ������)!*

5.1.  Smoke extraction dampers - multi are designed to remove heat and combustion products (e.g. 
smoke) from fire compartments according EN1366-8.

 Smoke extraction dampers - multi are designed to horizontal or vertical installation with arbitrary 
blade axis position. 

 To provide needed access space to the control device, all other objects must be situated at least 
350 mm from the control parts of the damper.

5.2.  The distance between the fire damper:
   - distance 200 mm between dampers installed in the duct;
   - distance 75 mm between damper and construction (wall/ceiling).

5.3.  During installation the damper blade must be in position “CLOSED”. The damper body should not 
be deformed in the course of installation. Once the damper built in, its blade should not grind on 
the damper casing during opening or closing.
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5.4.  Installation examples

Placement Filling of space between damper and wall Figure

 In solid wall construction
 mineral stone wool, surface is covered by 

fire protection mastic and cement lime plate 17, 18

 In solid ceiling construction
 mineral stone wool, surface is covered by 

fire protection mastic and cement lime plate 19, 20

 In gypsum wall construction
 mineral stone wool, surface is covered by 

fire protection mastic and cement lime plate 21

 On solid wall construction - 22, 23

 On solid ceiling construction - 24, 25

Vertical duct installation - 26

Horizontal duct installation - 27

Tab. 5.4.1. Statement of installations 

5.4.1.  Installation in solid wall or ceiling construction of fire compartment

Fig. 17 Example of  installation in solid wall construction of  fire compartment - vertical blade axis position.

1

5

4

3

2

Cover of actuating mechanism
has to be removable after installation

Position:

1 Damper  SEDM

2 Solid wall construction

3 Mineral stone wool, density 140 kg/m

4 Fire protection mastic, thickness 1 mm

5 Cement lime plate, thickness 15 mm, 
density 870 kg/m

6 Hinges

6 3 
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Fig. 18 Example of installation in solid wall construction of  fire compartment - horizontal blade axis position.

1

5

4

3

2

Cover of actuating mechanism
has to be removable after installation

Position:

1 Damper  SEDM

2 Solid wall construction

3 Mineral stone wool, density 140 kg/m

4 Fire protection mastic, thickness 1 mm

5 Cement lime plate, thickness 15 mm, 
density 870 kg/m

6 Hinges

6

3 

3 

Fig. 19 Example of installation in solid ceiling construction of  fire compartment - actuating mechanism bellow

Position:

1 Damper  SEDM

2 Solid ceiling construction

3 Mineral stone wool, density 140 kg/m

4 Fire protection mastic, thickness 1 mm

5 Cement lime plate, thickness 15 mm, density 870 kg/m

6 Hinges

2

5

4

3

1

6
Cover of actuating mechanism
has to be removable after installation

3 

3 
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Fig. 20 Example of installation in solid ceiling co nstruction of  fire compartment - actuating mechani sm above

Position:

1 Damper  SEDM

2 Solid ceiling construction

3 Mineral stone wool, density 140 kg/m

4 Fire protection mastic, thickness 1 mm

5 Cement lime plate, thickness 15 mm, density 870 kg/m

6 Hinges

1

5

4
3

2

6

Cover of actuating mechanism
has to be removable after installation

3 

3 

5.4.2.  Installation in gypsum wall construction of  fire compartment

Fig. 21 Example of installation in gypsum wall cons truction of  fire compartment.

1

5

4
3

2

6

Position:

1 Damper  SEDM

2 Gypsum wall construction

3 Mineral stone wool, density 140 kg/m

4 Fire protection mastic, thickness 1 mm

5 Cement lime plate, thickness 15 mm, 
density 870 kg/m

6 Hinges

3 

3 

Cover of actuating mechanism
has to be removable after installation


